
LAMINATE DETAIL 

EXTERIOR SURFACE LAYER- Unfilled (.33mm)----,�......, ...... .....,_ 

STRUCTURAL LAYER- Unfilled (1.9mm) 
ANTI-WICKING BARRIER- No Filler (2.2mm)--j����� 

INTERIOR CHEMICAL-RESISTANT 
LAYER- No Filler (.33mm) 

Inlet: 
4" PVC-DWV 

Coupling 
� 9.11" 
( \ [231mm] 

� 12.08" 
( \ [307mm] 

LABEL LOCATIONS 

ITEM QTY DESCRIPTION ITEM 

A 1 NAME PLATE B 

C 1 OUTLET D 

E 2 LIFTING HANDLE 

* TANK COMES FULLY ASSEMBLED FROM FACTORY* 

* PVC FITTINGS ARE CSA CERTIFIED 

Outlet: 
1-¾" Female NPT
Bulkhead

030" 
[0762mm] 

12" x 12" x 2" Deep 
Depression in Floor 
of Divider Wall 

QTY 

1 

1 

DESCRIPTION 

INLET 

DANGER GAS 

Inflow to Effluent 
Chamber 

Structural Ribs 

Lifting Handles 
(TYP x 2) 

I 
�:;;�
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�30") X 
914mm (36") height 

--=-==-
-.I;======. 

10.0" 

/ 
30" Diameter Lid 

Air Space (314L) 
,-==-== .... Structural Ribs 

6.00"
l [253mm] 

.--c--1-�........._, 

[152mm]

PB750 FIBREGLASS 

073" 
[01861mm] 

Overall Diameter: 
DATE: 07-13-2022 

PUMP-OUT SEWAGE TANK BY: MARK SOLLID 

1,854mm (73") I Overall Weight: 
DATE: 
APPROVAL: 

18.86" 
[479mm] 

58.32" 
[1481mm] 

136 kg (300 lbs) 
DWG SCALE: 
REV: A 

Overall Capacity: 
Septic Chamber: 
Effluent Chamber: 

Opening in 
Divider Wall 

3,337L (734 Imp Gal, 881 US Gal} 
2500L (550 Imp Gal, 660 US Gal) 
486L (107 Imp Gal, 128 US Gal) 




