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QTY DESCRIPTION
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125KG (275LBS.)APPROX. WEIGHT:

6"Ø PVC-DWC COUPLING

NAMEPLATE

1

1 OVERALL CAPACITY: 3,410 L (750 IG/900 USG)

LEGEND:
TOL - TOP OF LID
TOF - TOP OF FLANGE
BCD - BOLT CENTER DIAMETER
BOT - BOTTOM OF TANK
I/S -  INSIDE
O/S - OUTSIDE
Ø    - DIAMETER
°     - DEGREE/S
TYP- TYPICAL
      - CENTER LINE
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SEE DETAIL 2
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9/32" FRP THICKNESS
SEE DETAIL 1
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GENERAL NOTES:
- CSA B66 CERTIFIED FOR SEWAGE HOLDING TANK.
- TANK COMES UNASSEMBLED FROM FACTORY.
- 10" Ø DROP TUBE OR TOILET PACKAGE IS SOLD SEPARATELY.
- DIMENSIONS SHOWN IN FEET INCHES FORMAT OTHERWISE NOTED.
- 1/2" FABRICATION TOLERANCE. DOES NOT APPLY TO LAMINATE THICKNESS.
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SOLD SEPARETLY

10"Ø PVC - DROP TUBE
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10"Ø PVC - DROP TUBE (SOLD SEPARATELY)1

ELEVATION D

SHELL THICKNESS: 0.28"

HEAD THICKNESS: 0.28"

EXTERIOR SURFACE LAYER
(0.13mm to 0.30mm)

STRUCTURAL LAYER
(4.1mm Thick)

ANTI-WICKING BARRIER
(along w/chemical resistant
layer - total 2.5mm Thick)

INTERIOR CHEMICAL-RESISTANT
LAYER (0.25mm Thick)

INSIDE

OUTSIDE

LAMINATE DETAIL 1
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S.S./PLATED BOLT,
NUT AND WASHERS

FOAM GASKET

BUTYL GASKET

TOF

FLANGE TO FLANGE CONNECTION DETAIL 2
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